
Marine Bearings
VESCONITE

Low friction, long life
READY-TO-FIT RANGE 
www.vesconite.com

EASY TO FIT
EASY TO BUY

AVAILABLE WORLDWIDE
NO QUANTITY
REQUIREMENT

https://www.vesconite.com/


Vesconite Hilube is an exceptional bearing material, 
especially in the marine industry that faces demanding 
conditions. It is made from internally-lubricated 
polymers that have ultra-low friction and no-swell 
properties. These attributes make Vesconite 
Hilube ideal for marine bearing applications in 
submerged or dry applications.

Thousands of boats fitted with Vesconite Hilube 
stern tube and rudder bearings over the last 
thirty years testify to the durability of these 
long life, low maintenance bearings. 

LESS TIME ON MAINTENANCE 
MORE TIME ON THE WATER



   

  

NO DAMAGE BY 
FISHING LINES 

Nylon fishing line is 
softer than Vesconite 
Hilube, and won’t cause 
damage to the bearing. 

NO GALVANIC 
CORROSION 

Make bimetallic corrosion 
a problem of the past. 
Vesconite Hilube bearings 
are easy to remove and fit.

CLEAN
TECHNOLOGY 
 

Vesconite Hilube is 
internally and water 
lubricated - no more 
grease or oils!

NO 
DELAMINATION

Vesconite Hilube is a 
homogenous material - 
meaning no delamination 
over time. 

HIGH LOAD
CAPACITY
 

High compression 
strength means no 
distortion under load, 
even when wet.

NO 
SQUEAKING 

No stick-slip of the 
shaft on the bearing, 
even at start-up 
and low rpms. 

THE ADVANTAGES OF

LONG 
WEAR LIFE
 

Low friction and 
low wear contribute 
to exceptional 
long life.

EASY ON 
SHAFTS

Minimize wear on 
your shafts with 
constant low friction 
and reduced vibration. 

NO SWELLING
OR SOFTENING 
 

Apply close clearances 
without risk of swell or 
seizure. Reduce shaft 
vibrations.



Shaft Housing Length

2   23⁄4 8   

2   3   8   

21⁄8 23⁄4 81⁄2
21⁄8 28⁄9 81⁄2
21⁄8 31⁄8 81⁄2
21⁄4 3   9   

21⁄4 31⁄8 9   

21⁄4 31⁄4 9   

21⁄4 33⁄8 9   

23⁄8 3   91⁄2
23⁄8 31⁄8 91⁄2
23⁄8 33⁄8 91⁄2
21⁄2 3   10   

21⁄2 31⁄8 10   

21⁄2 31⁄4 10   

21⁄2 33⁄8 10   

21⁄2 31⁄2 10   

25⁄8 33⁄8 101⁄2
25⁄8 31⁄2 101⁄2
23⁄4 33⁄8 11   

23⁄4 31⁄2 11   

23⁄4 33⁄4 11   

27⁄8 31⁄2 111⁄2
27⁄8 33⁄4 111⁄2
27⁄8 51⁄4 151⁄2
3   33⁄4 12   

3   4   12   

3   4   14   

31⁄8 41⁄4 121⁄2
31⁄4 4   13   

31⁄4 41⁄4 13   

31⁄4 41⁄2 14   

33⁄8 41⁄8 131⁄2
33⁄8 41⁄2 131⁄2
31⁄2 41⁄4 14   

3 1⁄2 41⁄2 14   

Shaft Housing Length

 3⁄4 11⁄4 3   

 7⁄8 11⁄4 31⁄2
7⁄8 13⁄8 31⁄2
 7⁄8 11⁄2 31⁄2
1   11⁄4 4   

1   11⁄4 6   

1   13⁄8 4   

1   11⁄2 4   

1   15⁄8 4   

1   2   4   

11⁄8 11⁄2 41⁄2
11⁄8 15⁄8 41⁄2
11⁄8 13⁄4 41⁄2
11⁄8 2   41⁄2
11⁄8 13⁄4 4   

11⁄4 11⁄2 5   

11⁄4 15⁄8 5   

11⁄4 13⁄4 5   

11⁄4 2   5   

11⁄4 21⁄8 5   

13⁄8 17⁄8 51⁄2
13⁄8 2   51⁄2
13⁄8 21⁄8 51⁄2
13⁄8 23⁄8 51⁄2
13⁄8 23⁄4 51⁄2
11⁄2 2   6   

11⁄2 21⁄4 6   

11⁄2 23⁄8 6   

15⁄8 21⁄8 61⁄2
15⁄8 25⁄8 61⁄2
13⁄4 23⁄8 7   

13⁄4 21⁄2 7   

13⁄4 25⁄8 7   

17⁄8 25⁄8 71⁄2
17⁄8 28⁄9 71⁄2
2   25⁄8 8   

Shaft Housing Length

35⁄8 41⁄2 141⁄2
33⁄4 41⁄2 15   

33⁄4 5   15   

33⁄4 51⁄4 15   

37⁄8 51⁄4 151⁄2
4   5   16   

4   51⁄4 16   

4   53⁄4 16   

41⁄8 51⁄4 161⁄2
41⁄4 51⁄4 17   

41⁄4 51⁄2 17   

43⁄8 53⁄4 171⁄2
43⁄8 61⁄8 181⁄2
41⁄2 51⁄2 18   

41⁄2 55⁄8 18   

41⁄2 53⁄4 18   

45⁄8 61⁄8 181⁄2
43⁄4 6   19   

43⁄4 61⁄8 19   

47⁄8 61⁄8 191⁄2
5   61⁄8 20   

5   61⁄4 20   

5   61⁄2 20   

51⁄4 63⁄4 21   

51⁄4 7   21   

53⁄8 63⁄4 211⁄2
53⁄8 7   211⁄2
53⁄8 7   221⁄2
51⁄2 7   22   

51⁄2 71⁄4 22   

55⁄8 7   221⁄2
53⁄4 7   23   

57⁄8 71⁄2 24   

6   71⁄2 24   

61⁄2 83⁄8 30   

READY-TO-FIT BEARINGS
STANDARD SIZE

IMPERIAL



Shaft Housing Length

35⁄8 41⁄2 141⁄2
33⁄4 41⁄2 15   

33⁄4 5   15   

33⁄4 51⁄4 15   

37⁄8 51⁄4 151⁄2
4   5   16   

4   51⁄4 16   

4   53⁄4 16   

41⁄8 51⁄4 161⁄2
41⁄4 51⁄4 17   

41⁄4 51⁄2 17   

43⁄8 53⁄4 171⁄2
43⁄8 61⁄8 181⁄2
41⁄2 51⁄2 18   

41⁄2 55⁄8 18   

41⁄2 53⁄4 18   

45⁄8 61⁄8 181⁄2
43⁄4 6   19   

43⁄4 61⁄8 19   

47⁄8 61⁄8 191⁄2
5   61⁄8 20   

5   61⁄4 20   

5   61⁄2 20   

51⁄4 63⁄4 21   

51⁄4 7   21   

53⁄8 63⁄4 211⁄2
53⁄8 7   211⁄2
53⁄8 7   221⁄2
51⁄2 7   22   

51⁄2 71⁄4 22   

55⁄8 7   221⁄2
53⁄4 7   23   

57⁄8 71⁄2 24   

6   71⁄2 24   

61⁄2 83⁄8 30   

Shaft  
(mm)

Housing 
(mm)

Length 
(mm)

20 35 80
22 35 88
25 40 100
28 42 112
30 45 120
32 45 128
35 50 140
38 55 152
40 55 160
42 60 168
45 65 180
50 70 200
55 75 220
60 80 240
65 85 260
70 90 280
75 95 300
80 100 320
85 105 340
90 110 360
95 115 380

100 125 400
105 130 420
110 135 440
115 145 460
120 155 480
125 165 500
130 170 520
135 170 540
140 180 560
145 180 580
150 190 600
155 190 620

Shaft  
(mm)

Housing 
(inch)

Length 
(mm)

20 13⁄8 80
20 11⁄4 76
22 13⁄8 88
22 11⁄4 76
25 11⁄4 100
25 13⁄8 100
25 11⁄2 100
28 15⁄8 112
30 13⁄4 120
30 13⁄4 127
32 13⁄4 128
35 17⁄8 140
38 2 152
40 21⁄8 160
42 23⁄8 168
45 23⁄8 180
50 25⁄8 200
55 27⁄8 220
55 3 220
60 3 240
60 31⁄4 240

65 33⁄8 260

70  31⁄2 280
75 4 300
80 4 320

READY-TO-FIT BEARINGS

METRIC

Shaft  
(mm)

Housing 
(mm)

Length 
(mm)

Flange 
(mm)

Flange 
thickness 

(mm)

22 29 75 39 5

22 36 75 46 5

25 34 55 46 5

25 36 70 46 5

25 36 100 46 5

25 40 100 50 5

25 40 120 50 5

30 40 100 50 5

30 40 120 50 5

170 STANDARD SIZES
AND WE CAN MACHINE ANY SIZE YOU NEED

METRIC/IMPERIAL FLANGED METRIC BEARINGS



 
MACHINE THE SIZE YOU 
NEED WHEN YOU NEED IT

The Vesconite Hilube Thick-Wall range offers versatility 
and convenience. Avoid the delays and frustrations of 
waiting for the exact size bearing you need. With a small 
range of Vesconite Hilube bearings, you have instant 
access to dozens of traditional and custom bearing 
sizes. Eleven Vesconite Hilube Thick-Wall sizes cover 
37 traditional sizes. 

GROOVED AND  
MACHINED TO SIZE 
for standard shaft sizes.

MACHINED TO THE 
CORRECT LENGTH

PROVIDED WITH AN 
EXTRA LARGE 
OUTSIDE DIAMETER 
easily machined for a 
wide range of housings.

EACH VESCONITE HILUBE THICK-WALL BEARING IS:

THICK-WALL BEARINGS
SPECIAL



THICK-WALL BEARINGS

Vesconite Hilube bearings in  
Thick-Wall sizes 
(shaft x outside diameter - length)

Suitable for housings
(inch) 

1 x 2 - 4 11⁄4, 13⁄8, 11⁄2, 15⁄8, 2

11⁄4 x 21⁄8 - 5 11⁄2, 15⁄8, 13⁄4, 2, 21⁄8

11⁄2 x 23⁄8- 6 2, 21⁄8, 23⁄8

13⁄4 x 25⁄8 - 7 23⁄8, 21⁄2, 25⁄8

2 x 3 - 8 25⁄8, 23⁄4, 3

21⁄4 x 33⁄8 - 9 215⁄16, 3, 31⁄8, 33⁄8

21⁄2 x 31⁄2 - 10 3, 31⁄8, 31⁄4, 33⁄8, 31⁄2

23⁄4 x 33⁄4 - 11 33⁄8, 31⁄2, 33⁄4

3 x 4 - 12 33⁄4, 4

31⁄2 x 41⁄2 - 14 41⁄4, 41⁄2

4 x 51⁄4 - 16 5, 51⁄4

IMPERIAL SIZES

11 THICK-WALL SIZES = 37 STANDARD SIZES



EXTENSIVE
PRODUCT

RANGE

SHORT
LEAD

TIMES

QUICK
GLOBAL

DELIVERY

Founded in 1958, Vesconite Bearings is a 
world-leading manufacturer of low-friction, 
low-wear bearing materials for a wide range 
of industries. These include the pump, ag-
riculture, railways, mining, heavy-transport, 
hydro, renewable-energy, earthmoving, 
marine and construction industries. 

The story of Vesconite goes back to 1968, 
when founder and chemical engineer Alain 
Leger began the research and development 
of a polymer bearing material for use in the 
ultra-deep gold mines of South Africa – a 
notoriously harsh environment character-
ised by extreme dirt and wetness. 

The Vesconite Bearings factory spans 
20,000 m2  and features advanced 
extrusion, injection-moulding and CNC 
machining facilities. Both standard stock 
(rods, bushings and plates) and high-
precision machined parts are produced. 
The company is ISO 9001:2015 certified. 

77 Mimetes Street
Denver	
Johannesburg
2094
South Africa

USA 	  	   +1 713 574 7255
UK 		    +44 20 3239 9044
EU 		    +31 303 200 200
New Zealand	  +64 20 4011 3659
Australia 		  +61 3 9796 4098
Singapore 		 +65 6481 8728
Argentina 		  +54 9 1167247641
Worldwide		 +27 11 616 1111

Get in touch with your 
enquiries or specific 
requirements.

https://www.vesconite.com/
mailto:vesconite@vesconite.com
https://www.linkedin.com/company/vesconite/
https://www.vesconite.com/videos/
https://www.facebook.com/vesconite/
https://www.instagram.com/vesconitebearings_official/



